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Efektivne vykurovanie pomocou klimatizacnej jednotky
s vysokym koeficientom sezénnej uc€innosti SCOP

* Monitorovanie a zaznam parametrov teploty a el. prikonu v typickom priestore
* Porovnanie s konvenénymi zariadeniami so Standardnou téinnostou

* Ekonomické aspekty, navratnost vyssej investicie



Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Referenéna miestnost:

- plocha miestnosti = 52m?
- objem miestnosti = 140m?3

- obsadenost =3 az 6 ludi

- pracovna doba = 8 hodin denne
- ziadana teplota = 22°C
- podlaha a strop su neizolované

- exteriérova stena nie je
zateplena

- susediace miestnosti nie su

vykurované < >
10,0m




Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Merané zariadenia:
= ) _l_' ,\o ,;;
Carrier Carrier
vonk. jednotka 38QHC009D8S | vonk. jednotka 38QHPO9E8S
vnut. Jednotka 42QHC009D8S | vnut. Jednotka 48QHPO9ESS
Vykurovaci vykon (pri +7°C) [kW] 3.0(1.0-3.9) 4.2 (0.8-5.1)
COP (pri +7°C) [W/W] 3.75 4.72
SCOP (priem. teplotné pasmo) [W/W] 4.0 5.2
Mnozstvo chladiva [kg] 0.7 0.87
Energ. trieda (priem. teplotné pasmo) A+ A+++
Plocha kondenzatora [m?] 0.38 0.46 < 0 18% vicia
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Meracie zariadenie:

Bezdrbtova technoldgia merania
spotreby zn. ENERGOMONITOR

Zapojenie a zaznam parametrov
bolo realizované v spolupraci so
spol. ENGIE Services a.s.
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Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Merané veliciny:

Elektrické prikony (oboch klimatizacii)

Interiérové teploty (T1 a T2)

Exteriérova teplota

Trendovanie parametrov:
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Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Meranie ¢.1 (1 tyzden):

v prevadzke obidve jednotky (38QHC009D8S aj 38QHPO9ES8S) sucasne
- celkovy elektricky prikon (sucet zaznamenanych prikonov oboch jednotiek)

- priemerny elektricky prikon (priemernd hodnota oboch jednotiek)

- Priemerna dosiahnuta teplota na senzore T1 (prava strana miestnosti)
- Priemerna dosiahnuta teplota na senzore T2 (lava strana miestnosti)

- Priemerna vonkajsia teplota



Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Meranie ¢.2 (1 tyzden):

- v prevadzke iba jednotka 38QHC009D8S (nizsia ucinnost)

- celkovy elektricky prikon (sucet zaznamenanych prikonov jednotky)

- priemerny elektricky prikon (priemerna hodnota zaznamenanych prikonov)
- Priemernad dosiahnuta teplota na senzore T1 (prava strana miestnosti)

- Priemerna dosiahnuta teplota na senzore T2 (lava strana miestnosti)

- Priemerna vonkajsia teplota



Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Meranie ¢€.3 (1 tyzden):

- v prevadzke iba jednotka 38QHPO9ESS (vyssia ucinnost)

- celkovy elektricky prikon (sucet zaznamenanych prikonov jednotky)

- priemerny elektricky prikon (priemerna hodnota zaznamenanych prikonov)
- Priemernad dosiahnuta teplota na senzore T1 (prava strana miestnosti)

- Priemerna dosiahnuta teplota na senzore T2 (lava strana miestnosti)

- Priemerna vonkajsia teplota



Monitorovanie a zdznam parametrov teploty a el. prikonu v typickom priestore

Vizualizacia meranych hodnot:
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== SK-CLIMAPORT-EMO-943-10:Teplota 1 224°'C 232'C 22.75°C
e SK-CLIMAPORT-EMO0-943-01-1:Klima 1 6458W  BB92W 378.29W
e SK-CLIMAPORT-EMO-943-11:Teplota 2 231°C 245°C 2393°C
we  SK-CLIMAPORT-EMO-943-12:Teplota vonkajSia 23°C 13°C 0.05°C

w—  SK-CLIMAPORT-EMO0-943-01-2:Klima 2 5092w  1125W  32528W



Porovnanie nameranych hodnot:
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Porovnanie s konvenénymi zariadeniami so Standardnou téinnostou
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Prevadzka oboch jednotiek | v prevadzke iba | V prevadzke iba
sucasne jednotka jednotka
38QHC009D8S | 38QHPO9ESS 38QHC009D8S 38QHPO9ESS
Celkovy elektricky prikon (za 1yzden) [kWh] 131.89 89.34 85.98
451.98 333.08 0 0
Priemerny hodinovy elektricky prikon [Wh] +35% 531.75 | +4% 511.82
785.06 N
Priemerna teplota na senzore T1 [°C] 22.99 21.76 22.33
Priemerna teplota na senzore T2 [°C] 23.55 21.86 22.72
Priemerna vonkaijsia teplota [°C] 0.01 -0.02 -0.61




Porovnanie s konvenénymi zariadeniami so standardnou ucinnostou

Zavislost elektrickej spotreby od vonkajsej teploty:
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Porovnanie s konvenénymi zariadeniami so standardnou ucinnostou

Porovnanie nameranych hodnot:

Prevadzka oboch jednotiek sucasne

(38QHC0O09DSS + 38QHPOIESS) Najlepsi tepelny komfort

V prevadzke iba jednotka 38QHC009D8S Nizka spotreba energie

eVVe

V prevadzke iba jednotka 38QHPO9ES8S

Dobry tepelny komfort




Ekonomické porovnanie:

Climaport

Instructions
1. Modify Yellow Cells for your application
2. Clear cells update automatically

3. May need to modify Y axis on chart to ensure proper fit

4. For information: 1 month = 730 hours
Assumptions

Ekonomické aspekty, navratnost vyssej investicie

AC / WC Heat Pump Operating Cost Estimator

Alternativy:

Regulacia vykonu:

Total Heating capacity load Qheat = 8.2 kW /-10°C Alt.1 - CARRIER Ventus 42QHC/38QHC12D8S 2 ks frekvencny menic na kompresore - Inverter standard
Annual Hours comp.mod = 3720 4568 hrs. based on CSO Alt.2 - CARRIER Platinum 42QHP/38QHP12E8 2 ks frekvencny menic na kompresore - Inverter - HEAT OPTIMIZED do -25°C
Natural gas fee € / kWh (D3) = 0.039 €/ kWh |D3 =17-43 MWh Alt.3 - Vailant cond.boiler ecoTEC+VU INT 126 1ks kondenzacny kotol
kW/h Power Cost = 0.12 €/ kWh Alt.4 - Junkers iron boiler ZS 12-2 LHKE Turbao 1ks liatinovy kotol
Life cycle period in years = 10
Full Load Weighting = 5%
Part Load Weighting = 95%
Total Weighting = 100% incl. 20% VAT
Actual max. Nominal req. | Nominal PL Full Load Part Load Estimated Estimated Estimated Investment Payback period Estimated
Air cond - HEAT PUMPS Capacity unit Capacity | Capacity** COP SCOP Annual Heating | Annual El.power Annual Equipments of add.investment Life cycle
(kW) (kW) / -10°C (kW) KW/KW KW/KW production* consumption* Operating Cost Cost € in years period saving
Alt.1 - CARRIER Ventus 42QHC/38QHC12D8S 8.4 8.2 4.8 3.50 4.00 18.33 MWh 4.64 MWh 557 € 2400 €
Alt.2 - CARRIER Platinum 42QHP/38QHP12E8S 12.6 8.2 4.8 4.72 5.20 18.33 MWh 3.56 MWh 427 € 3000 € 4.62 years 1299 €
Alt.3 - Vailant cond.boiler ecoTEC+VU INT 126 13.0 8.2 4.8 0.97 0.97 18.33 MWh 18.90 MWh 877 € 1340 €
Alt.4 - Junkers iron boiler ZS 12-2 LHKE Turbo 12.0 8.2 4.8 0.89 0.89 18.33 MWh 18.90 MWh 956 € 690 €




Ekonomické aspekty, navratnost vyssej investicie

Zhodnotenie:

- jednou klimatiza¢nou jednotkou s nominalnym vykurovacim vykonom 4,2kW (3,0kW)
je mozné efektivne vykurovat nezatepleny priestor s rozlohou cez 50m?

- cena za spotrebovanu el. energiu za 1 mesiac (predpokladand [ skutocna) = 85 Eur / 45 Eur

- navratnost vyssej investicie do max. 5 rokov (ak uvazujeme, Ze jednotka je vyuzivana len na
vykurovanie)

- takmer 50% uspora energie v porovnani so Standardnym plynovym (kondenza¢nym) kotlom
- to isté zariadenie pre vykurovanie aj chladenie (odpada nutnost dodatocnej investicie)

- nevyhody oproti vykurovaniu plynovym kotlom = mensia akumulaéna schopnost,
neschopnost vyrabat teplu uzZitkovi vodu a prudenie vzduchu v priestore (distribucia
vzduchu pomocou ventilatora a nie prirodzenym salanim)



Dakujem za pozornost.
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